© MK Door Systems Ltd


L20/540 - SLIDING FOLDING PARTITIONS
· Manufacturer and reference:  Hufcor Series FF60 Firefold Partition.

· Supplier:  MK Door Systems Ltd, Unit 15, Whitwick Business Centre, Stenson Road, Coalville, Leicestershire, LE67 4JP



Tel: 01530 276517  Fax: 01530 276518  


E-mail: sales@mkdoorsystems.co.uk   Web: www.mkdoorsystems.co.uk   

· Configuration:  
Centrefold comprising of ?no. leaves plus one half leaf.




or





Sidefold comprising of ?no. leaves.
· Fire Resistance: 60 minutes tested to BS 476: Part 8: 1972.
· Track System: Cold rolled galvanised steel complete with soffit or face fixed brackets suitable for fixing to a hardwood pad. (Hardwood pad provided by contractor)

· Floor Guide: Brass guide channel recessed into a hardwood cill and steel guide. (Hardwood cill provided by contractor)
· Panels: Solid-core construction incorporating vertical hardwood lippings and veneer to panels faces; see finishes below.  Panel thickness 60mm, width between 600mm & 900mm.  All vertical joints to incorporate two rows of intumescent strips.  Intumescent also fitted to top of leaf and fire retardent fascia box.
· Door furniture:  Aluminium alloy die cast hinges, SAA flush bolts & pulls - one per pair of leaves.  

· Panel weight: 33kg per square metre.

· Finishes: 
Constructional veneer for on site painting by contractor.



 
or 



Polished Veneer. (specify type) 



or 



Plastic Laminate.

· Opening Sizes:  Unlimited width x maximum 3060mm high.
· Options:
End Access leaf.



Kickplate (SAA 100mm deep).



Brush stripping.




Neoprene smoke seals.




To be edited to suit specific requirements; please contact us for exact sizes of leaves 

and maximum unit lengths.
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